Flange Connector

Integral ANSI Flange Connector
CIAF = <

Connects Fractional Tubes

H

CIAF 8- 8F -R 1/2 12.70 1/2 150 10.41 7/8 2222 | 22.86 | 21.84 | 167 60.5 | 52.7 | 62.72 88.9
CIAF 8 8G-R 1/2 12.70 1/2 300 10.41 /8 2222 | 22.86 | 21.84 | 224 66.5 | 622 | 72.22 95.3
CIAF12- 8F -R 3/4 19.06 1/2 150 15.74 | 1-1/8 28,67 | 24.38 | 21.84 | 167 60.5 | 622 | 72.22 88.9
CIAF12- 8G -R 3/4 19.06 1/2 300 16.00 | 1-1/8 2857 | 2438 | 21.84 | 224 665 | 622 | 72.22 95.3
CIAF12-12F -R 3/4 19.06 3/4 150 16.74 | 1-1/8 28.57 | 24.38 | 21.84 | 167 69.9 | 563.0 | 62.99 | 98.6
CIAF12-12G -R 3/4 19.06 3/4 300 16.74 | 1-1/8 28,67 | 24.38 | 21.84 | 254 826 | 622 | 7222 | 117.3
CIAF12-12] -R 3/4 19.05 3/4 600 15.74 | 1-1/8 28,67 | 24.38 | 21.84 | 254 826 | 67.5 | 77.72 | 117.3
CIAF12-16F -R 3/4 19.05 1 150 16.74 | 1-1/8 2857 | 2438 | 21.84 | 175 79.2 | 543 | 64.29 | 108.0
CIAF12-16G -R 3/4 19.06 1 300 16.74 | 1-1/8 28,57 | 24.38 | 21.84 | 26.9 88.9 | 63.8 | 73.82 | 124.0
CIAF16-12F -R 1 25.40 3/4 150 20.00 | 1-1/2 38.10 | 31.24 | 26.41 | 167 69.9 | 549 | 67.06 | 98.6
CIAF16-16F -R 1 25.40 1 150 22.35 | 1-1/2 38.10 | 31.24 | 26.41 | 175 79.2 | 56.5 | 68.76 | 108.0
CIAF16-16G -R 1 25.40 1 300 2235 | 1-1/2 3810 | 31.24 | 26.41 | 26.9 88.9 | 66.0 | 78.26 | 124.0
CIAF16-161 -R 1 25.40 1 600 2235 | 1-1/2 38.10 | 31.24 | 26.41 | 26.9 88.9 | 73.5 | 85.76 | 124.0
CIAF16-24G -R 1 25640 | 11/2 300 2235 | 1-1/2 38.10 | 31.24 | 26.41 | 30.2 | 1143 | 73.0 | 856.26 | 155.4

Pressure-Temperature Ratings

Ratings are taken from ASME B16.5-2003, Table 2-2.2 and Table F2-2.2
Pressure ratings for fittings with a flange end connection and another end connection are determined by the connection with
the lower pressure rating.

Working Pressure by Classes, bar Working Pressure by Classes, psig
Temperature ASME Class Temperature ASME Class
°C 150 | 300 | 400 | 600 | 900 | 1500 2500 °F 150 | 300 | 400 | 600 | 900 | 1500 2500
-29to 38 19.0 | 49.6 | 66.2 | 99.3 | 148.9 | 248.2 | 413.7 20to 100 | 275 720 | 960 | 1440 | 2160 | 3600 | 6000
50 184 | 481 | 64.2 | 96.2 | 144.3 | 240.6 | 400.9 200 | 235 620 | 825 | 1240 | 1860 | 3095 | 5160
100 16.2 | 422 | 56.3 | 84.4 | 126.6 | 211.0 | 3561.6 300 215 560 | 745 | 1120 | 1680 | 2795 | 4660
150 148 | 385 | 5613 | 77.0 | 1166 | 1925 | 320.8 400 195 516 | 685 | 1025 | 1640 | 2570 | 4280
200 13.7 | 36,7 | 47.6 | 71.3 | 107.0 | 178.3 | 297.2 500 | 170 480 | 635 955 | 1435 | 2390 | 3980
250 121 | 334 | 445 | 66.8 | 100.1 | 166.9 | 278.1 600 | 140 450 | 600 900 | 1355 | 2265 | 3760
300 102 | 316 | 422 | 63.2 94.9 | 168.1 | 263.5 650 125 440 | 590 885 | 1325 | 2210 | 3680
325 93 | 309 | 412 | 618 92.7 | 164.4 | 257.4 700 110 435 | 5680 870 | 1305 | 2170 | 3620
350 8.4 | 30.3 | 404 | 60.7 91.0 | 161.6 | 262.7 750 95 425 | 570 855 | 1280 | 2135 | 3560
375 7.4 | 299 | 39.8 | 59.8 | 89.6 | 149.4 | 249.0 800 80 420 | 565 845 | 1265 | 2110 | 3520
400 6.5 | 294 | 39.3 | 589 88.3 | 147.2 | 24563 850 65 420 | bbb 835 | 1255 | 2090 | 3480
425 55 | 29.1 389 | 5683 87.4 | 145.7 | 2429 900 50 415 | bbb 830 | 1245 | 2075 | 3460
450 46 | 288 | 385 | b7.7 86.5 | 144.2 | 240.4 950 35 385 | 616 775 | 1160 | 1930 | 3220
475 3.7 | 287 | 382 | 573 86.0 | 143.4 | 238.9 1000 20 365 | 485 725 | 1090 | 1820 | 3030
500 28 | 282 | 376 | 56.5 84.7 | 140.9 | 2356.0
538 14 262 | 334 | 50.0 75.2 | 125.5 | 208.9

All dimensions are in millimeters unless otherwise specified. Dimensions are for reference only, subject to change.




